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Alplast chiusure reserves the right to modify the technical information reported on this data sheet

                Closure Technical Specification

Sheet code :  47.00
Divisione Plastica

Denomination : Cylinder conical reduced 30

The technical data relating to the conditions of capping below refer to laboratory tests Alplast in standard conditions. It defers to every user 
of the closing Alplast, correct adjustment of the capping process and packaging, taking into account variables related to the other 
components and machinery and equipment used. The above adjustments shall be borne by and under the responsibility of the user.

Closures Features
Lid code std print

Material Peld Article 100.100 -
Weight Gr. 0,73 ±5%
Height              3,8 Diameter              29,2      

Packaging Features
Packing Packaging

Units per carton pz. 20.000 Pallet 800 x 1200 mm
Carton measurements 400x423x290 mm Box per pallet 12
Carton material Triple corrugated board External protection Stretch Wrapping
internal Pe a-toxic bag Pallet identification Label
identification label
Tolerances  +- 0.35 mm.   

Date
10/06/2017

Designer
Anselma C.A.

Quality Ass. Manager
Vacchetto M.

Production Manager
               Rainero F.

Capping Conditions
Thread Roller Pressure 6-12 Kg CCR liner   Pressure pad :  27,5 x 1,7 - 2 mm. Top load : 180/200 Kg
Undertuck Roller Pressure 6-12   Kg Glass Finish :  CETIE BVS gme  /  UNI 7564     *Opening torque:    6 – 14  lbf.in
Sealing pressure 6 bar  at  20 / 25 C°
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CO2 limitation:  
up to 6 bar

OTR

cc/day/bottle
0.0035 0.0005 0.0001 0.015 0.05

TOTAL LOSS  
OF FREE SO

2

mg/year

-1 < -0.4 < -0.1 -4 -15

* For cold filling below 40 degrees

VIN-OH*
(Oxygen barrier)VIN-S* VIN-TIN*
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